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For more information or to find a distributor �� contact:

landscapeproductsinc.com

Available in 0.5, 1.0, 2.0 and 5.0 GPH

PC Emitters

Landscape Products pressure compensating (PC)  
emitters deliver a precise amount of water regardless  
of pressure changes within an operating range of 
15 – 50 PSI. �7�K�L�V���V�H�U�L�H�V���R�I���W�X�U�E�X�O�H�Q�W���5�R�Z�����S�U�H�V�V�X�U�H��
�F�R�P�S�H�Q�V�D�W�L�Q�J���H�P�L�W�W�H�U�V���Z�L�W�K�����������L�Q�F�K���V�H�O�I���S�L�H�U�F�L�Q�J���E�D�U�E��
�D�U�H���F�R�O�R�U���F�R�G�H�G���E�D�V�H�G���R�Q���5�R�Z���G�H�V�L�U�H�G�����$�Y�D�L�O�D�E�O�H���L�Q����������
���E�O�X�H�����������������E�O�D�F�N�����������������U�H�G�����D�Q�G�������������W�D�Q�����*�3�+���5�R�Z���U�D�W�H�V����
�7�K�H���3�&���H�P�L�W�W�H�U���5�X�V�K���P�R�G�H���D�O�O�R�Z�V���I�R�U���G�H�E�U�L�V���W�R���E�H��
�S�X�U�J�H�G���D�W���V�W�D�U�W�X�S��

Features

• �(�D�V�\���L�Q�V�W�D�O�O���V�H�O�I���S�L�H�U�F�L�Q�J���G�H�V�L�J�Q��

• �3�U�H�V�V�X�U�H���F�R�P�S�H�Q�V�D�W�L�Q�J���H�P�L�W�W�H�U���Z�L�W�K�����������L�Q�F�K���R�X�W�O�H�W��

• �&�R�O�R�U���F�R�G�H�G���5�R�Z���U�D�W�H���P�D�W�F�K�L�Q�J���W�K�H���L�Q�G�X�V�W�U�\���V�W�D�Q�G�D�U�G���I�R�U
�H�D�V�\���U�H�F�R�J�Q�L�W�L�R�Q���L�Q���W�K�H���4�H�O�G��

• �3�&���H�P�L�W�W�H�U���5�X�V�K���P�R�G�H���D�O�O�R�Z�V���I�R�U���G�H�E�U�L�V���W�R���E�H
�S�X�U�J�H�G���D�W���V�W�D�U�W�X�S��

0.5 GPH

2.0 GPH

1.0 GPH

5.0 GPH
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Operating Pressure (PSI)
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Emitter Discharge Rates At Various Operating Pressures
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Flushing Characteristics of Compensating Emitters

Flow (GPH)

Pressure (PSI)
0.5 GPH

(12001511)
1.0 GPH

(12001512)
2.0 GPH

(12001513)
5.0 GPH

(12001515)

15 0.47 0.93 1.95 4.90

20 0.49 0.95 1.95 4.90

30 0.50 0.98 2.00 5.00

40 0.50 0.97 2.00 5.05

50 0.50 0.95 1.96 5.00

PC Emitter Installation


